
Niepowtarzalna czerń Black Ultimate 
naszej nowej linii stylistycznej               
NERO STYLE to m.in.:

czarny matowy kolor bez odcisków palców!

ciepła ramka międzyszybowa w kolorze 
czarnym

elegancka klamka w kolorze czarnym

nowa szyba TOP-Energy o specjalnych 
właściwościach termoizolacyjnych

www.awilux.pl

Nowość
Schüco LivIngSlide 

by AWILUX

MasterWin
MasterWin Plus

MasterSlim
nowa generacja drzwi podnoszono-przesuwnych 
z aluminium o doskonałych parametrach technicznych

DRZWI WEJŚCIOWE AWIDOOR
Bo liczy się dobre wejście!

NEW



DURABILITY

Why are aluminum windows a good choice?

 HIGH INSULATION  DESIGN POSSIBILITIES  SUSTAINABLE GROWTH

 VARIETY OF COLOURS  VERSATILITY  SAFETY     GOOD INVESTMENT

What distinguishes the MasterWin system?
HIDDEN HINGES

It's all about the details for a good look, hidden hinges are the ultimate finishing touch.

SAFETY BARRIERS
Integrated glass safety barriers can be used for balcony windows, which will allow more light into the room, 

and at the same time the window will be secure.

GLASS CORNER
Possibility to connect two glass panes without obscuring the view.

VERSATILITY
A full range of frames and sashes as well as additional profiles allows for combination with other systems, 

which gives almost unlimited design possibilities. 

CO WYRÓŻNIA NASZ NOWY SYSTEM? 

NOWA GENERACJA DRZWI PODNOSZONO-PRZESUWNYCH Z ALUMINIUM 
O DOSKONAŁYCH PARAMETRACH TECHNICZNYCH

4000 MM

U = 0,77w
AWISlide A 180 HI 
– (High Insulation) Panoramic

U = 0,81w
AWISlide A 180 Panoramic 
– docieplenie standard

24
50

 M
M

U = w
AWISlide A 180 – docieplenie standard

U = 0,85w
AWISlide A 180 HI 
– (High Insulation)



MasterWin
MasterWin aluminum windows mean optimal functionality, perfect construction, safety and energy efficiency. 
Their design offers countless possibilities. Following the latest trends in architecture, the system allows the 
maximum use of daylight.
Thanks to three levels of insulation, the MasterWin system can be used in energy-efficient and even passive (HI +) 
buildings.

ADVANTAGES:
wide application possibilities, 

installation depth 77 mm,

glazing - frame up to 62 mm, sash up to 72 mm,

maximum sash dimensions - width: 1700 mm or height: 2800 mm,

the possibility of using anti-burglary solutions up to the RC2 class;

NEW: Sobinco multi-point locking fittings in black as standard,

the possibility of using an integrated safety barrier,

a wide range of system aluminum window sills,

excellent parameters of thermal insulation,

a wide range of available colors from the RAL palette, structural and wood-like varnishes, 
anodized. It is also possible to order two-color windows (bicolor),

competitive price-quality ratio.

Fittings SobincoInstallation depth 77 mm Glazing package Ug=0,5 Uw=0,81*

*for reference window 1230x1480 mm

AWISlide A 180 Panoramic

AWISlide A 180

Wersje łączenia narożnego ze stepem:

TYPY DRZWI:

TYPY DRZWI:

TYP 1 TYP 2 

TYP 3

TYP 1                               TYP 1A                                  TYP 2

TYP 3                                                         TYP 3A

TYPY DRZWI AWISLIDE DOSTĘPNE W OFERCIE AWILUX
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MasterWin

AVAILABLE OPTIONS:

FUNCTIONALRENAISSANCE DECO HIDDEN VENT

okucia
Sobinco

głębokość
zabudowy
87 mm

pakiet
szybowy
Ug=0,5

współczynnik
przenikania
Uw=0,81*

*dla okna referencyjnego 1230x1480 mm

AWISlide A 180 Panoramic

AWISlide A 180

Wersje łączenia narożnego ze stepem:

TYPY DRZWI:

TYPY DRZWI:

TYP 1 TYP 2 

TYP 3

TYP 1                               TYP 1A                                  TYP 2

TYP 3                                                         TYP 3A

TYPY DRZWI AWISLIDE DOSTĘPNE W OFERCIE AWILUX
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MasterWin Plus
It is a window system intended for low-energy buildings. It was designed in accordance with the applicable 
regulations trends in energy efficiency, maximum access of natural light, and the highest safety parameters.
The system is passive house certified. When you choose MasterWin Plus, you choose a pioneering window 
system that meets current and future standards.

ADVANTAGES:
wide application possibilities (available variants: Functional, Renaissance, Deco, Hidden Vent),

installation depth 97 mm,

glazing - frame up to 78 mm, sash up to 88 mm,

maximum sash dimensions - width: 1700 mm or height: 2800 mm,

possibility of using anti-burglary solutions up to the RC2 class,

NEW: black Sobinco multi-point locking as standard,

possibility of using an integrated railing,

a wide range of aluminum system window sills,

excellent parameters of thermal insulation,

high stability even in extreme weather conditions,

innovative concept with excellent thermal insulation at the passive house level,

a wide range of available colors from the RAL palette, structural and wood-like varnishes,                                             
anodized. It is also possible to order two-color windows (bicolor).

Fittings SobincoInstallation depth 97 mm Glazing package Ug=0,5 Uw=0,76*

*for reference window 1230x1480 mm



FUNCTIONALRENAISSANCE DECO HIDDEN VENT

MasterWin Plus

AVAILABLE OPTIONS:



MasterSlim
MasterSlim is distinguished by a minimalist design and very narrow profiles, while maintaining good thermal 
insulation parameters. Its appearance resembles narrow profiles of steel frames. It is a system perfectly suited 
for renovation, as it allows to maintain the original appearance of facades, but it will also work well in new 
construction projects.

ADVANTAGES:
ultralight multi-chamber system, 

construction depth: 75.9 mm

glazing - frame and sash up to 46 mm,

maximum leaf dimensions - width: 1700 mm or height: 2800 mm,

high resistance to weather conditions,

also available in a high insulation (HI) version for all construction variants,

the possibility of using anti-burglary solutions up to the RC2 class,

NEW: Black Sobinco multi-point locking as standard.

Fittings SobincoInstallation depth 75,9 mm Glazing package Ug=1,1 Uw=1,4*

*for reference window 1230x1480 mm



COMPARISON OF SYSTEMS

INSTALLATION DEPTH             

ENERGY

Thermal insulation - Uf

Thermal insulation - Uw

COMFORT         

Air tightness max. 
test pressure

Water tightness

Minimal 
sash dimensions

Maximal 
sash dimensions

Maximal 
sash weight

Maximal glazing 
package in the frame

Maximal glazing 
package in the sash

Design pressure

SAFETY

DIMENSIONS

SYSTEM                            

77 mm                                97 mm                                75,9 mm

2 2 21,2 W/m K                          0,9 W/m K                            1,9 W/m K

E900 (900 Pa)                                            9A (600 Pa)

460 x 685 mm

1700 x 2800 mm   

170 kg

62 mm                                 78 mm                               46 mm

72 mm                                 88 mm                               46 mm

2 2 20,81 W/m K                        0,76 W/m K                           1,4 W/m K

4 (600 Pa)

C3 (1200 Pa)

RC2

FUNCTIONAL                                       CUBIC

GŁĘBOKOŚĆ ZABUDOWY             

       
ENERGIA

Izolacja termiczna - Uf

Izolacja termiczna - Uw

KOMFORT             

Maksymalna 
przepuszczalnosć 
powietrza

Wodoszczelność

Maks. szerokość 
elementu

Maks. wysokość 
elementu

Min. wymiary skrzydła

Maks. wymiary skrzydła

Maks. masa skrzydła

Maks. grubość szkła 
w ramie

Maks. grubość szkła 
w skrzydle

Odporność 
na obciążenie wiatrem

BEZPIECZEŃSTWO

MAKSYMALNE WYMIARY

AWILine 8 AWILine 10 AWISlim

77 mm                                97 mm                                75,9 mm

2 2 21,2 W/m K                          0,9 W/m K                            1,9 W/m K

E900 (900 Pa)                                            9A (600 Pa)

1254 mm                                                1339 mm

2854 mm                                                2139 mm

460 x 685 mm

1700 x 2800 mm                                 1500 x 2100 mm

170 g

62 mm                                 78 mm                               46 mm

72 mm                                 88 mm                               46 mm

2 2 20,81 W/m K                        0,76 W/m K                           1,4 W/m K

4 (600 Pa)

C3 (1200 Pa)

RC2

FUNCTIONAL             

www.awilux.com

MasterWin MasterWin Plus MasterSlim


